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(57) ABSTRACT

A vehicle light apparatus includes a low-beam headlight unit,
and a composite headlight unit that includes a plurality of
light-emitting modules and a control module. Each light-
emitting module includes a high-beam light element and a
turn signal light element. The control module is electrically
coupled to the light-emitting modules and the low-beam
headlight unit so as to simultaneously turn off the high-beam
light elements and turn on the low-beam headlight unit when
the turn signal light elements are switched on.
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1
VEHICLE LIGHT APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to Taiwanese Application
Nos. 102129491 and 102217081, filed on Aug. 16, 2013 and
Sep. 11, 2013, respectively.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to a vehicle light apparatus, more
particularly to a vehicle light apparatus having a relatively
small size and a control module for providing different light
distribution patterns.

2. Description of the Related Art

Referring to FIG. 1, a conventional vehicle light apparatus
1 includes a light seat 11, an outer cover (not shown) that
covers the light seat 11, a low-beam light element 12, a
high-beam light element 13, a turn signal light element 14,
and an auxiliary light set 15. The light seat 11 is horizontally
formed with three spaced-apart light mounting holes 111. The
low-beam, high-beam, and turn signal light elements 12, 13,
14 are respectively mounted in the light mounting holes 111.
The turn signal light element 14 is situated in proximity to an
external side of the light seat 11. The low-beam light element
12 is situated between the high-beam light element 13 and the
turn signal light element 14. Moreover, the auxiliary light set
15 is arcuately arranged between two adjacent light mounting
holes 111 that respectively receive the low-beam light ele-
ment 12 and the turn signal light element 14, and further
extends beneath the two adjacent light mounting holes 111
that respectively receive the low-beam light element 12 and
the high-beam light element 13. The auxiliary light set 15 has
a plurality of auxiliary light elements 151. Some of the aux-
iliary light elements 151 arcuately surround the low-beam
light element 12. The remaining auxiliary light elements 151
horizontally extend beneath from the low-beam light element
12 to the high-beam light element 13.

In order to generate different light distribution patterns in
compliance with relevant legal requirements and regulations,
the conventional vehicle light apparatus 1 is necessitated to
horizontally arrange the spaced-apart light mounting holes
111 on the light seat 11 and to respectively mount the low-
beam light element 12, the high-beam light element 13 and
the turn signal light element 14 in the light mounting holes
111. Since the horizontal arrangement of the low-beam, high-
beam, and turn signal light elements 12, 13, 14 occupies
relatively large space, the conventional vehicle light appara-
tus 1 may have an undesirably large size for arrangement of
different light elements especially if the auxiliary light ele-
ments 151 are required for enhancing identifiability.

SUMMARY OF THE INVENTION

Therefore, an object of the present invention is to provide a
vehicle light apparatus that can overcome the aforesaid draw-
backs of the prior art.

According to the present invention, a vehicle light appara-
tus includes a main housing, a low-beam headlight unit and a
composite headlight unit. The main housing has a receiving
space. The low-beam headlight unit is mounted in the receiv-
ing space to provide a low-beam distribution pattern. The
composite headlight unit includes a plurality of light-emitting
modules that are mounted in the receiving space. Each of the
light-emitting modules includes a high-beam light element
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2

and a turn signal light element. The high-beam light elements
of the light-emitting modules provide a high-beam distribu-
tion pattern, and the turn signal light elements of the light-
emitting modules provide a turn signal distribution pattern.
The control module is electrically coupled to the light-emit-
ting modules and the low-beam headlight unit so as to simul-
taneously turn off the high-beam light elements and turn on
the low-beam headlight unit when the turn signal light ele-
ments are switched on.

BRIEF DESCRIPTION OF THE DRAWINGS

Other features and advantages of the present invent ion will
become apparent in the following detailed description of the
preferred embodiments with reference to the accompanying
drawings, of which:

FIG. 1 is a front view, illustrating a conventional vehicle
light apparatus;

FIG. 2 is an exploded perspective view, illustrating the first
preferred embodiment of a vehicle light apparatus according
to the present invention;

FIG. 3 is a front view of the first preferred embodiment;

FIG. 4 is a sectional view of the first preferred embodiment
taken along the line IV-IV of FIG. 3;

FIG. 5 is a fragmentary front view of the first preferred
embodiment, illustrating a plurality of light-emitting mod-
ules around a low-beam headlight unit inside a main housing;

FIG. 6 is a fragmentary sectional view of the first preferred
embodiment;

FIG. 7 is a rear perspective view of a lens member seat of
the first preferred embodiment;

FIG. 8 is a schematic block diagram to illustrate operations
of a control module of the first preferred embodiment;

FIG. 9 is a fragmentary front view, illustrating the second
preferred embodiment of a vehicle light apparatus according
to the present invention;

FIG. 10 is a fragmentary sectional view of the second
preferred embodiment taken along the line X-X of FIG. 9;

FIG. 11 is a fragmentary sectional view of the second
preferred embodiment taken along the line XI-XI of FIG. 9;
and

FIG. 12 is a schematic block diagram to illustrate operation
of a control module of the second preferred embodiment.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Before the present invention is described in greater detail,
it should be noted that like elements are denoted by the same
reference numerals throughout the disclosure.

Referring to FIGS. 2 to 4, the first preferred embodiment of
avehicle light apparatus according to the present invention is
illustrated. The vehicle light apparatus includes a main hous-
ing 2, and a low-beam headlight unit 3 and a composite
headlight unit 4 disposed in the main housing 2. The low-
beam headlight unit 3 and the composite headlight unit 4 are
omitted from FIG. 3.

The main housing 2 has a receiving space 20. In this pre-
ferred embodiment, the main housing 2 further has a main
housing body 21 that is adapted to be mounted on a vehicle
(not shown) and a housing cover 22 that covers a front side of
the main housing body 21. The main housing body 21 and the
housing cover 22 cooperatively define the receiving space 20.

The low-beam headlight unit 3 is mounted in the receiving
space 20 to provide a low-beam distribution pattern. In this
preferred embodiment, the low-beam headlight unit 3
includes a low-beam reflector 31 and a low-beam light ele-
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ment 32. The low-beam reflector 31 has an annular reflective
wall 311 that defines a reflective space 310 receiving the low
beam light element 32. Preferably, the low-beam reflector 31
further has an inner annular wall 312 and a connection wall
313 that interconnects the annular reflective wall 311 and the
inner annular wall 312. The low-beam light element 32 is
aligned with the inner annular wall 312 and projects light into
the reflective space 310, such that the low-beam reflector 31
reflects and distributes the light projected from the low-beam
light element 32 in compliance with relative regulations.
Since the feature of this invention does not reside in the
configuration of the reflective space 310 and the low-beam
light element 32, which may be readily appreciated by those
skilled in the art, details of the same are omitted herein for the
sake of brevity.

Referring to FIGS. 2, 5, 6 and 8, the composite headlight
unit 4 includes a plurality of light-emitting modules 44 and a
control module 45. The light-emitting modules 44 are
mounted in the receiving space 20. Each of the light-emitting
modules 44 includes a high-beam light element 442 and a turn
signal light element 443. The high-beam light elements 442
of the light-emitting modules 44 provide a high-beam distri-
bution pattern, and the turn signal light elements 443 of the
light-emitting modules 44 provide a turn signal distribution
pattern. The control module 45 is electrically coupled to the
light-emitting modules 44 and the low-beam light element 32
of the low-beam headlight unit 3 so as to simultaneously turn
off the high-beam light elements 442 and turn on the low-
beam light element 32 when the turn signal light elements 443
are switched on. In this preferred embodiment, the light-
emitting modules 44 surround the low-beam headlight unit 3.
Each of the light-emitting modules 44 further includes a
circuit board 441 that is disposed in the receiving space 20
and that is electrically coupled to the control module S. The
high-beam and turn signal light elements 442, 493 are
mounted on the circuit board 441.

In this embodiment, the composite headlight unit 4 further
includes a heat sink unit 43 that includes a plurality of heat
dissipation members 431 (only one is shown in FIG. 6). The
heat dissipation members 431 respectively contact the circuit
boards 441 of the light emitting modules 44. Preferably, the
composite headlight unit 4 further includes a light mounting
seat 42 that has a plurality of reflector cups 421, and an
annular reflection seat 41 that is disposed in front of the light
mounting seat 42 and that has a plurality of light passages 412
which are respectively aligned with the reflector cups 421. In
this preferred embodiment, the high-beam and turn signal
light elements 442, 443 of each of the light-emitting modules
44 are disposed in a respective one of the reflector cups 421.
Each of the reflector cups 421 has a cup wall 420 that has a
front open end 423 proximate to the annular reflection seat 41,
and a rear open end 424 distal from the annular reflection seat
41. The cup wall 420 tapers from the front open end 423
toward the rear open end 424. The high-beam and turn signal
light elements 442, 443 of each of the light-emitting modules
44 are disposed in the rear open end 424 of a respective one of
the reflector cups 421. Preferably, the high-beam light ele-
ment 442 of each of the light-emitting modules 44 is disposed
ata center of the rear open end 424 of the respective one of the
reflector cups 421. The turn signal light element 443 of each
of the light-emitting modules 44 is offset from the center of
the rear open end 424. In addition, each of the reflector cups
421 of'the light mounting seat 42 further has a reflector prism
area 425 that protrudes from an inner surface of the cup wall
420 around the turn signal light element 443 of a respective
one of the light-emitting modules 44. The reflector prism area
425 is enlarged from the rear open end 424 toward the front
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4

open end 423. In this preferred embodiment, the reflector
prism area 425 has a sector-shaped inner surface. More pref-
erably, the light mounting seat 42 of the composite headlight
unit 4 further has a connection plate 422 that extends around
the low-beam headlight unit 3 and that interconnects the
reflector cups 421. In this preferred embodiment, the annular
reflection seat 41 of the composite headlight unit 4 further has
an annular body 411 that defines a hollow region 410. The
light passages 412 surround the hollow region 410. The annu-
lar reflective wall 311 is aligned with the hollow region 410.
Each of the light passages 412 has a rear opening 413 that is
aligned with the front open end 423 of a respective one of the
reflector cups 421. Preferably, each of the light passages 412
is enlarged forwardly from the rear opening 413.

Referring to FIGS. 6 to 8, each of the heat dissipation
members 431 is disposed rearward of and in proximity to the
rear open end 424 of the respective one of the reflector cups
421 (only one heat dissipation member 431 is shown in FIG.
6). The circuit board 441 of each light-emitting module 44 is
disposed between the respective one of the heat dissipation
members 431 and the rear open end 424 of the respective one
of' the reflector cups 421.

In this preferred embodiment, the composite headlight unit
4 further includes a lens member 46 that is disposed between
the annular reflection seat 41 and the light mounting seat 42.
The lens member 46 has a plurality of convex lens portions
461. Each of the convex lens portions 461 is disposed
between a respective one of the light passages 412 of the
annular reflection seat 41 and the front open end 423 of the
respective one of the reflector cups 421 of the light mounting
seat 42. In addition, each of the convex lens portions 461 of
the lens member 46 protrudes forwardly toward the annular
reflection seat 41, and has a concaved face 463 that is directed
toward the respective one of the light-emitting modules 44
and a plurality of light-guiding ridges 464 that protrude from
a part of the concaved face 463 and that are eccentric to a
center of the concaved face 463. Each of the light-guiding
ridges 464 reflects light projected from the turn signal light
element 443 of the respective one of the light-emitting mod-
ules 44 in a direction laterally and outwardly from the housing
cover 22. Preferably, the lens member 46 further has a con-
nection portion 462 that interconnects the convex lens por-
tions 461.

Referring back to FIGS. 4, 5 and 8, in actual use, by virtue
of the control module 45, either the low-beam light element
32 or the high-beam light elements 442 are selectable to be
turned on by a driver. When the low-beam light element 32 is
turned on, the low-beam reflector 31 reflects low-beam light
of the low-beam light element 32 and distributes the low-
beam light to from the low-beam light pattern in compliance
with relevant regulations. When the driver turns on the turn
signal light elements 443 of the light-emitting modules 44,
the turn signal light elements 443 of the light-emitting mod-
ules 44 emit flashing light externally surrounding the low-
beam headlight unit 3. The convex lens portions 461 of the
lens member 46 guide the flashing light in the form of an
annular light shape so as to increase identifiability of the
vehicle light apparatus.

When the high-beam light elements 442 of the light-emit-
ting modules 44 are turned on and emit high-beam light, the
convex lens portions 461 of the lens member 46 collect the
high-beam light such that the high-beam light is projected
outwardly from the light passages 412 of the annular reflec-
tion seat 41 and is distributed to form the high-beam light
pattern in compliance with the relevant regulations. Since the
light-emitting modules 44 surround the low-beam headlight
unit 3, the high-beam light elements 442 of the light-emitting
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modules 44 provide the high-beam distribution in the form of
an annular shape so as to increase identifiability of the vehicle
light apparatus. When the turn signal light elements 443 of the
light-emitting modules 44 are switched on, the control mod-
ule 45 is operable to simultaneously turn off the high-beam
light elements 442 of the light-emitting modules 44 and turn
on the low-beam light element 32 in order to prevent light
interference between the high-beam and turn signal light
elements 442, 443 inside each of the reflector cups 421. When
the turn signal light elements 443 of the light-emitting mod-
ules 44 are switched off, the control module 45 is operable to
simultaneously turn on the high-beam light elements 442 of
the light-emitting modules 44 and turn off the low-beam light
element 32.

It should be noted that the control module 45 is operable to
adjust output power of the high-beam light elements 442 of
the light-emitting modules 44. When the high-beam light
elements 442 of'the light-emitting modules 44 are adjusted to
one hundred percent of the output power, the high-beam light
elements 442 of the light-emitting modules 44 provide the
high-beam light distribution pattern in sufficient brightness
according to the relevant regulations. When the high-beam
light elements 442 of the light-emitting modules 44 are
adjusted to eighty percent of the output power, the high-beam
light elements 442 of the light-emitting modules 44 can serve
as a daytime running light. When the high-beam light ele-
ments 442 of the light-emitting modules 44 are adjusted to ten
percent of the output power, the low-beam light element 32
which has a relatively low output power and the high-beam
light elements 442 of the light-emitting modules 44 coopera-
tively serve as a front position light. By virtue of the control
module 45 adjusting the output power of the high-beam light
elements 442 of the light-emitting modules 44, the vehicle
light apparatus is capable of providing different brightness
levels.

In this embodiment, since the light-emitting modules 44
surround the low-beam headlight unit 3, and the high-beam
and turn signal light elements 442, 443 of the light-emitting
modules 44 provide different beam patterns, the vehicle light
apparatus not only provides different light beam patterns to
increase identifiability, but also has a relatively small size.

FIGS. 9 to 12 show the second preferred embodiment of a
vehicle light apparatus according to this invention. In this
embodiment, each of the light-emitting modules 44 further
includes a sub-housing 481, a first lens barrel 482 disposed
inside the sub-housing 481, and a first lens 47 disposed inside
the first lens barrel 482. The circuit board 441 is mounted
inside the first lens barrel 482 and rearward of the first lens 47.
The first lens 47 has a first curved surface 471 that is aligned
with the high-beam light element 442, and a second curved
surface 472 that is aligned with the turn signal light element
443 and that is side by side adjacent to the first curved surface
471. In this preferred embodiment, the first lens barrel 482
can be used as a heat sink. The first curved surface 471 has a
curvature that is different from that of the second curved
surface 472.

In this preferred embodiment, the low-beam headlight unit
3 includes a plurality of second lens barrels 483 (only one is
shown in FIG. 11) respectively disposed inside the sub-hous-
ings 481 of the light-emitting modules 44, a plurality of
second lenses 33 respectively disposed inside the second lens
barrels 483, and a plurality of low-beam light elements 32
each of which is disposed inside a respective one of the
second lens barrels 483 rearward of a respective one of the
second lenses 33. Each of the second lenses 33 of the low-
beam headlight unit 3 has a third curved surface 331 that is
aligned with the respective one of the low-beam light ele-
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ments 32, and at least one fourth curved surface 332 that is
side by side adjacent to the third curved surface 331. In this
preferred embodiment, each of the second lenses 33 has two
fourth curved surfaces 332 that are respectively connected to
two opposite end portions of the third curved surface 331. The
third curved surface 331 has a curvature that is different from
that of the fourth curved surfaces 332. Preferably, the low-
beam headlight unit 3 further has a plurality of circuit boards
333 that are respectively disposed inside the second lens
barrels 483. The low-beam light elements 32 are respectively
mounted on the circuit boards 333 of the low-beam headlight
unit 3. However, the present invention is not limited in this
respect. For example, the circuit boards 333 of the low-beam
headlight unit 3 and the circuit boards 441 of the light-emit-
ting module 44 can be integrally formed with each other as a
single circuit board.

In this preferred embodiment, the vehicle light apparatus
further includes a plurality of daytime running light units 5
(only one is shown in FIG. 11) each of which includes a first
daytime running light element 51 that is mounted on the
circuit board 441 of a respective one of the light-emitting
modules 44. The first daytime running light element 51 of
each of the daytime running light units 5 and the turn signal
light element 443 of the respective one of the light-emitting
modules 44 are aligned with the second curved surface 472 of
the first lens 47 of the respective one of the light-emitting
modules 44. The first daytime running light units 5 are elec-
trically coupled to the control module 45. Preferably, each of
the daytime running light units 5 further includes a second
daytime running light element 52 that is disposed inside a
respective one of the second lens barrels 483 and that is
aligned with the fourth curved surface 332 of the respective
one of the second lenses 33. In this preferred embodiment,
each of the daytime running light units 5 includes two second
daytime running light elements 52 that are disposed in prox-
imity to two sides of a respective one of the low-beam light
elements 32 and that are mounted on the respective one of the
circuit boards 333 inside the respective one of the second lens
barrels 483.

By virtue of the third curved surfaces 331 of the second
lenses 33 reflecting the low-beam light of the low-beam light
elements 32, the low-beam light elements cooperatively pro-
vide the low-beam distribution pattern. By virtue of the first
curved surfaces 471 of the first lenses 47 reflecting the high-
beam light of the high-beam light elements 442 of the light-
emitting modules 44, the high-beam light elements 442 of the
light-emitting modules 44 cooperatively provide the high-
beam distribution pattern. By virtue of the second surfaces
472 ofthe first lenses 47 reflecting light of the turn signal light
elements 443 ofthe light-emitting modules 44, the turn signal
light elements 443 of the light-emitting modules 44 coopera-
tively provide the turn signal distribution pattern.

Preferably, in addition to the advantages of the first pre-
ferred embodiment, the daytime running light units 5 of the
second preferred embodiment are capable of being turned on
at any time so as to increase driving safety in day time.

While the present invention has been described in connec-
tion with what are considered the most practical and preferred
embodiments, it is understood that this invention is not lim-
ited to the disclosed embodiments but is intended to cover
various arrangements included within the spirit and scope of
the broadest interpretation so as to encompass all such modi-
fications and equivalent arrangements.
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What is claimed is:

1. A vehicle light apparatus comprising:

a main housing having a receiving space;

alow-beam headlight unit mounted in said receiving space

to provide a low-beam distribution pattern; and

a composite headlight unit including

a plurality of light-emitting modules that are mounted in
said receiving space, each of said light-emitting mod-
ules including a high-beam light element and a turn
signal light element, said high-beam light elements of
said light-emitting modules providing a high-beam
distribution pattern, said turn signal light elements of
said light-emitting modules providing a turn signal
distribution pattern, and

a control module that is electrically coupled to said
light-emitting modules and said low-beam headlight
unit so as to simultaneously turn off said high-beam
light elements and turn on said low-beam headlight
unit when said turn signal light elements are switched
on;

wherein each of said light-emitting modules further

includes a circuit board disposed in said receiving space

and electrically coupled to said control module, said
high-beam and turn signal light elements being mounted
on said circuit board;

wherein said composite headlight unit further includes a

heat sink unit that includes a plurality of heat dissipation

members, said heat dissipation members contacting
respectively said circuit boards of said light-emitting
modules;

wherein said composite headlight unit further includes a

light mounting seat that has a plurality of reflector cups

disposed around said low-beam headlight unit, and an
annular reflection seat that is disposed in front of said
light mounting seat and that has a plurality of light
passages which are respectively aligned with said reflec-
tor cups, said high-beam and turn signal light elements
of'each of said light-emitting modules being disposed in

a respective one of said reflector cups;

wherein each of said reflector cups has a cup wall that has

a front open end proximate to said annular reflection
seat, and a rear open end distal from said annular reflec-
tion seat, and high-beam and turn signal light elements
of'each of said light-emitting modules being disposed in
said rear open end of the respective one of said reflector
cups;

wherein said high-beam light element of each of said light-

emitting modules is disposed at a center of said rear open
end of the respective one of said reflector cups, said turn
signal light element of each of said light-emitting mod-
ules being offset from the center of said rear open end;
and

wherein each of said reflector cups of said light mounting

seat further has a reflector prism are that protrudes from

an inner surface of said cup wall around said turn signal
light element of the respective one of said light-emitting
modules.

2. The vehicle light apparatus as claimed in claim 1,
wherein each of said heat dissipation members is disposed
rearward of and in proximity to said rear open end of the
respective one of said reflector cups, said circuit board being
disposed between the respective one of said heat dissipation
members and said rear open end of a respective one of said
reflector cups.
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3. The vehicle light apparatus as claimed in claim 1,
wherein said annular reflection seat of said composite head-
light unit further has an annular body that defines a hollow
region, said light passages surrounding said hollow region,
said low-beam headlight unit including a low-beam reflector
and a low-beam light elements said low-beam reflector hav-
ing an annular reflective wall that defines a reflective space
receiving said low beam light element and that is aligned with
said hollow region.

4. The vehicle light apparatus as claimed in claim 1,
wherein said light mounting seat of said composite headlight
unit further has a connection plate that extends around said
low-beam headlight unit and that interconnects said reflector
cups.

5. The vehicle light apparatus as claimed in claim 1,
wherein said control module is operable to adjust output
power of said high-beam light elements of said light-emitting
modules.

6. The vehicle light apparatus as claimed in claim 1,
wherein each of said light-emitting modules further includes
a sub-housing, a first lens barrel disposed inside said sub-
housing, and a first lens disposed inside said first lens barrel,
said circuit board being mounted inside said first lens barrel
and rearward of said first lens.

7. The vehicle light apparatus as claimed in claim 6,
wherein said low-beam headlight unit includes a plurality of
second lens barrels respectively disposed inside said sub-
housings of'said light-emitting modules, a plurality of second
lenses respectively disposed inside said second lens barrels,
and a plurality of low-beam light elements each of which is
disposed inside a respective one of said second lens barrels
rearward of a respective one of said second lenses.

8. The vehicle light apparatus as claimed in claim 7,
wherein said first lens has a first curved surface that is aligned
with said high-beam light element, and a second curved sur-
face that is aligned with said turn signal light element and that
is side by side adjacent to said first curved surface, each of
said second lenses of said low-beam headlight unit having a
third curved surface that is aligned with a respective one of
said low-beam light elements, and at least one fourth curved
surface that is side by side adjacent to said third curved
surface.

9. The vehicle light apparatus as claimed in claim 1,
wherein said composite headlight unit further includes a lens
member that is disposed between said annular reflection seat
and said light mounting seat, said lens member having a
plurality of convex lens portions, each of said convex lens
portions being disposed between a respective one of said light
passages of said annular reflection seat and a respective one of
said reflector cups of said light mounting seat.

10. The vehicle light apparatus as claimed in claim 9,
wherein each of said convex lens portions of said lens mem-
ber protrudes forwardly toward said annular reflection seat,
and has a concaved face that is directed toward a respective
one of said light-emitting modules and a plurality of light-
guiding ridges that protrude from a part of said concaved face
and that are eccentric to a center of said concaved face.

11. The vehicle light apparatus as claimed in claim 9,
wherein said lens member further has a connection portion
that interconnects said convex lens portions.
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